MOTORSPORT

FIAT PUNTO EVO MULTIALRMP

VALVE INSTALLATION

N

Tools needed:

10mm socket and suitabkatchet
3mm allen key

5mm allen key

Flat bladed screwdriver

Wire cutters/ Pliers

Hose clamp driver (7mm

Sharp knife



1. In order toinstallthe dump valve we recommed B Y2 @Ay 3 GKS ait201 FAEGS
clips must be take off using a click tool or must be broken where the pijms. Insert a
screwdriver into the mechanism and repeatedly twist back and forth until either the locking
tab breaks and allows the clip be slackened by hand, or the locking tab falls off completely
and the clip and be removed.
2. Undo the 10mm bolt and pull the stock filter box upwards releasing it from the runner
grommets.

3. To the left side of the engine unclip the electrlcahnectlon undo the Bm allen key bolts
and remove the stock dump valve




4. Bolt the solenoid ontdhe bracket supplied in the kit. On the radiator pack you will see a
bolt protruding, boltthe bracket onto the radiator pack witihe M6 nut suppliedn the kit
as shown belowBolton the dump valve with the bolts that were removed from the stock

dump valve.

5. Renvove the engine coverloseto the throttle body you will see a vacuum take off for the

brake servo. Disconnect the vaacutiake off cut the appropriatéengths of 6mmvacuum
hose and join togethewith the 6mm T piece. Also jothe 6mmreducing to 4mm coupler as
shown below, with theluminiumadapterreconnect the vacuum take off.
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6. Pass the 4mm vacuum hosader the wiringetc at the back of the engineld®e around the
dip stick then straightiownto the solenoid

7. Connect the 4mm vacuum hose from the brake servo to the new solenoid as shown below.

8. Cut through the vacuum pipe connected to the turbo Imgsandexisting solenoid, add the
4mmT piece and connect a small lengttdaimvacuum hose asewn below.

9. Plug in the wiring harness extension into the new solenoid and into the electrical plug
removed from the stock dump valve.
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10. Connect anotheshort length of4mm silicon vacuum hose from tlelenoidto the dump
valve
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11. Using the zip ties supplied secure all of the installaduum hoseand trim off excessefit
the air filter and engine covetnstallation iscomplete!




